Panasonic

Plastic Film Capacitors

Polypropylene Film Capacitor
Type: ECQP

Non-inductive construction using Polypropylene film
with epoxy resin coating

B Features
@®Excellent temperature and frequency characteristics
@®Excellent long term stability

B Recommended Applications

@Dolby circuits
@Oscillation circuits
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Product code Dielectric & Rated voltage Nominal capacitance ~ 7.5mm  Cap. Tol. Suffix
construction Crimped lead
W Specifications
Reference standard EIAJ RC—-3670B Characteristics P
Operating temp. range —40 to+ 85°C(For a higher temperature than 70°C, derating is required.)
Rated voltage 50VDC, 100VDC(Derating is required according to cap. value.)
Capacitance range 0.0001 to 0.47pF
Capacitance tolerance +1%(F), £2%(G) ,+5%(J)(For cap. value0.0001 to 0.00091 pF, +5%(J) only)
Dissipation factor 0.1%max.(20°C 1kHz)
Withstand voltage Between terminals: Rated volt.(VDC) x250% 1 to 5s
. ) C=0.33uF : 45000MQ min. .
Insulation resistance ) 20°C Rated volt.  60s
C>0.33uF : 15000 MQ . pFmin.

Design and Specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use.
Whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.



Panasonic Plastic Film Capacitors

H Dimensions in mm(not to scale)
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W Packaging Specifications for Bulk Package
Packing quantity:100pcs./bag
B Taping Specifications for Automatic Insertion
@®Taping style
Style AD Style C Style E
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#Cap. Tol. £1%(F)is not available for taping

@ Packaging Specifications ®| cad Spacing
Type Rated volt. Cap. r':;mge Taping style Packing Type Style | Lead Spacing
WF) A[A[B][C[D[E AD 5.0mm
0.0001100.033 | O Ammo No. 1 C 5.0mm
0.036 t0 0.1 O Ammo No.4 E 75
50VDC 0.11100.13 0 Ammo No.5 ~>mm
0.15 O Ammo No.4
ECQP 0.18 10 0.33 @) Ammo No.5 % See the columm
0.000110 0.018 | O Ammo No. 1 “Rating, Dimensions
100VDG 0.02100.13 0O Ammo No.4 % Eigar i
0.15100.16 O Ammo No.5 uantity Box™ for
0.22 0 Ammo No.5 packing quantity.

Design and Specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use.
Whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.



Panasonic Plastic Film Capacitors

W Rating, Dimensions & Quantity/Ammo Box
® Rated voltage : 100VDC, Capacitance tolerance : £1%(F), £2%(G), £+5%(J)

B Dimensions (mm) Quantity
Part No.
(WF) L mex T max H max S ad
Ammo

ECQP1752L1Z() 0.0075 [ 13.0(12.0) 5.5 14.0 15.0 0.60
ECQP182201Z() 0.0082 13.0(12.0) 55 14.0 5.0 0.60
ECQP191201Z() 0.0091 | 13.0(12.0) 5.0 13.0 5.0 0.60
ECQP11030Z() 0.01 13.0(12.0) 5.0 13.5 5.0 0.60
ECQPT1130Z() 0.011 13.0(12.0) 50 135 5.0 0.60
ECQP112300Z() 0.012 13.0(12.0) 5.0 135 5.0 0.60 TogR
ECQP11330L14( ) 0.013 13.0(12.0) 5.0 13.5 5.0 0.60
ECQPT115307Z() 0.015 13.0(12.0) 55 14.0 5.0 0.60
ECQP1163L1Z( ) 0.016 13.0(12.0) 5.5 14.0 5.0 0.60
ECQPT11837Z() 0.018 13.0(12.0) 6.0 15.0 5.0 0.60
ECQP12030L1Z() 0.02 16.0 55 15.0 5.0 0.60
ECQP122300Z() 0.022 16.0 55 15.0 5.0 0.60
ECQP124301Z() 0.024 16.0 55 15.0 5.0 0.60
ECQP12730Z() 0.027 16.0 6.0 15.0 5.0 0.60
ECQP1303L1Z() 0.03 16.0 6.0 15.5 5.0 0.60
ECQP13330L1Z() 0.033 16.0 6.5 15.5 5.0 0.60
ECQP136311Z() 0.036 16.0 6.5 15.5 5.0 0.60
ECQP13930Z() 0.039 16.0 7.0 16.0 5.0 0.60
ECQP14330Z() 0.043 16.0 7.5 16.0 5.0 0.60
ECQP14730Z() 0.047 16.0 75 16.5 5.0 0.60
ECQP1513L1Z() 0.051 18.0 6.5 17.0 7.5 0.60
ECQP15631Z() 0.056 18.0 6.5 17.0 75 0.60 500
ECQP16230Z() 0.062 18.0 7.0 17.5 75 0.60
ECQP1683L1Z( ) 0.068 18.0 7.0 17.5 75 0.60
ECQP17530Z() 0.075 18.0 7.0 18.0 75 0.60
ECQP1823L1Z() 0.082 18.0 7.0 18.5 75 0.60
ECQP1913L1Z() 0.091 18.0 7.5 18.5 75 0.60
ECQP110401Z() 0.1 18.5 75 19.0 75 0.60
ECQP111401Z() 0.11 18.5 7.5 19.0 10.0 0.60
ECQPT12400Z() 0.12 18.5 8.5 19.5 10.0 0.60
ECQP113401Z() 0.13 18.5 9.0 20.0 10.0 0.60
ECQPT15400Z() 0.15 18.5 9.5 20.5 10.0 0.60
ECQP11640L1Z() 0.16 18.5 9.5 20.5 12.5 0.60
ECQP1184L1Z() 0.18 19.0 10.0 21.0 12.5 0.60
ECQP120401Z() 0.20 19.0 10.5 21.5 12.5 0.60 -
ECQP122401Z() 0.22 19.0 11.0 22.0 12.5 0.60 300
ECQP124401Z() 0.24 25.0 9.0 21.5 12.5 0.80
ECQP127401Z() 0.27 25.0 95 22.0 12.5 0.80
ECQP13041Z() 0.30 25.0 10.0 225 12.5 0.80
ECQP133400Z() 0.33 25.0 10.0 23.0 12.5 0.80
ECQPT36401Z() 0.36 25.0 10.5 235 12.5 0.80 -
ECQP139400Z() 0.39 25.0 11.0 24.0 12.5 0.80
ECQP143401Z() 0.43 25.0 11.5 245 12.5 0.80
ECQP147401Z() 0.47 25.0 12.0 25.0 12.5 0.80

#(

t Suffix for lead crimped or taped type
Cap. tol. code

) : Taping specification for Autmatic Insertion

Design and Specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use.
Whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.



