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Rated B Sound min.85 ;

oooo voltage V) 5 oo pressure level (dB) typ.90 (at 10cm) oooo DC resistance (Q) 25
oooooos  Averagecurent | ax100 | ooooo 2nVing (H2) 2,700 ooooog OPerating (vDC) |1.106
consumption frequency voltage range

03V, 2.700Hz, 1/2 duty, 000/ At 3V, 2,700Hz, 1/2 duty, square wave
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0ooo RELLG W) 3 ooo 2llIC @) | M"85 i10em) | OOOD  DCresistance (@) | 18
voltage pressure level typ.90
opopoppge  Averagecurent oy | max7o | ooooo DMVing (H2) 2,700 nooopog OPeratng (VDC) |1.101.4
consumption frequency voltage range

05V, 2.700Hz, 1/2 duty, D00 /7 At 5V, 2,700Hz, 1/2 duty, square wave
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0ooo RELLG W) 15 ooo 2llIC @) | MN80 i10em) | 000D DCresistance (@) | 42
voltage pressure level typ.88
ooooogpe  Averagecurent oy | maxio | ooooo PMVing (H2) 2,048 oooooo OPRUNYypey (110170
consumption frequency voltage range
01.5V, 2,048Hz, 1/2 duty, 0 0 0 /L At 1.5V, 2,048Hz, 1/2 duty, square wave
0000005v00000000000000000000D00d/00perating voltage of up to 5V can be used. Please consult with us for details,
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