LED Panel Display

B Electro-optical Characteristics(Mold Type)Figures shown below are values per chip. (Ta=25°C)
. Heltiabion ol . . ;| Peakemission | Spectrum radiation bandwidth | Reverse current
Radiation size Forward voltage Luminous intensity | yayelength A(nm) IrQA)
Type (mm) Red | Yellow|Yellow|{ Model No. Vi(V) Iy(mcd) Ap(am)
reen P Is Ve
TYP. MAX. TYP. TYP. TYP. (mA)| MAX. (V)
[ ] LT9002D 20 2.8 10.0 635 35 20 10 4
S0 5D o LT9002H 1.9 2.5 15.0 585 30 10 10 4
’ ’ @® | LT9002E 2.1 2.8 20.0 565 30 20 10 4
Camnle ° @ | LT9002ED” | 2.12.0 | 28238 20.0/15.0 565/635 | 3035 | 20 10 4
® LT9010D 2.0 2.8 15.0 635 35 20 10 4
7.0X19.0 ® LT9010H 1.9 2.5 20.0 585 30 10 10 4
@® | LT9010E 2.1 2.8 35.0 565 30 20 10 4
P LT9200D 2.0 2.8 9.5 635 35 20 10 4
® LT9200H 1.9 2.5 4.0 585 30 10 10 4
[ ) LT9210D 2.0 2.8 40.0 635 35 20 10 4
11.4X13.9 [ ) L. T9210H 1.9 2.5 9.0 585 30 10 10 4
Built-in reflector ® | LT9210E 2.1 2.8 45.0 565 30 20 10 4
mold (] LT9220D 2.0 2.8 70.0 635 35 20 10 4
13.0X17.0 ® LT9220H 1.9 25 20.0 585 30 10 10 4
@ | LT9220E 2.1 2.8 45.0 565 30 20 10 4
7.0X16.0 [ LT9230D 2.0 2.8 25.0 635 35 20 10 4
® LT9230H 1.9 2.5 20.0 585 30 10 10 4
[ LT9310D 2.0 2.8 24.0 635 35 20 10 4
18.0X45.0 @ LT9310H 1.9 2.5 6.0 585 30 10 10 4
® | LT9310E 2.1 2.8 26.0 565 30 20 10 4
. L] LT9323D 2.0 2.8 8.0" 635 35 20 10 4
Thin el | 13 13065, ® LT9323H 2.0 28 85" 585 30 20 10 4
@ | LT9323E %1 2.8 1102 565 30 20 10 4
[ ] LT9330D 2.0 2.8 100.0 635 35 20 10 4
13.5X102.0 ® LT9330H 2.0 2.8 70.0 585 30 20 10 4
@ | LT9330E %1 2.8 170.0 565 30 20 10 4
® LT9400D 20 2.8 52.0 635 35 20 10 4
Insercmold | wgx0.6 ® | LT9400E 31 2.8 70.0 565 30 20 10 4
® @® | LT9400ED? 2.1/2.0 2.8/2.8 43/35 565/635 30/35 20 10 4

*1 Per dot
*2 Each figure shown in the table is yellow-green/red.
*3 Ly(mcd/em?)

(Notice) @ In the absence of confirmation by device specification sheets, SHARP takes no responsibility for any defects that may occur in equipment using any SHARP
devices shown in catalogs, data books, etc. Contact SHARP in order to obtain the latest device specification sheets before using any SHARP device.
(Internet) ® Data for sharp's optoelectronic/power device is provided for internet.(Address http://www.sharp.co.jp/ecg/)
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LED Panel Display oOutline Dimensions(Unit:mm)
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(Notice)

® In the absence of confirmation by device specification sheets, SHARP takes no responsibility for any defects that may occur in equipment using any SHARP

devices shown in catalogs, data books, etc. Contact SHARP in order to obtain the latest device specification sheets before using any SHARP device.
(Internet) ® Data for sharp's optoelectronic/power device is provided for internet.(Address http://www.sharp.co.jp/ecg/)
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